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WEL COME 
 
 
 
Get ready for a whole new experience. 
 
Lexus Fancy AutoBruter has a completely fresh, new look and itôs easier than ever to use. 
 
This booklet explains how to get your Lexus Fancy AutoBruter set up and where to turn for help, so you can enjoy 
the most intuitive Bruiting System yet for Real gem quality Diamonds. 
 
Letôs get started! 
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STANDARD ACCESSORIES  EXTRA ACCESSORIES 

 LN key (T-Handle) - 3 mm - 1 no. 
 LN key (T-Handle) - 4 mm - 1 no. 
 C Spanner   - 1 no. 
 Hammer   - 1 no. 
 ¼ Stud                        -          1 no.    
 Dia Mix                                -            20 nos. 

 

 Computer System 
 Glue Bottle  - 6 Gms   
 Oven Plate 
 Oven 
 Soldering Iron 
 LN Key Set 
 Servo Stabilizer 

 Gluing Station 
 8 Station Bench with Dust Collecting System 

 

 
 

 

SPECIFICATIONS 

  Weight   : 45 kg. (Excluding computer system)   

  Dimension      : 750 x 6000 x 550 mm(excluding computer  system) 

  Supply           : 220 V AC , 50 HZ, 1 Phase 

  Load              : 500 VA 

  Lighting          : 220 V AC 

  Computer System   : As per specification mentioned in this Document 
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COMPUTER SPECIFICATION  FOR  
LEXUS FANCY AUTOBRUTERTM  

V CPU (Celeron 2.4 GHz or higher) With 128 MB RAM or higher    

 *** Mother Board Original Intel 810E OR Better preferred 

      Mercury or Digilink Motherboards Most preferable 

V 15ò OR 17ò (Preferred) color SVGA Monitor OR TFT Flat Monitor  

V 104 Key Keyboard  

V Logitech Serial Mouse OR Standard Windows Compatible Mouse  

V 40 GB Hard disk OR higher 

V 1.44 MB FDD  

V CD-ROM Drive - Compulsory 

V 1 KVA Servo Stabilizer or UPS 

 

 

V Please keep system ready with Windows-98 SE (Second Edition) ,Microsoft Office 

2000,WINZIP 8.0, IE-6 (Full Install),Adobe Acrobat,DirectX8/9,Printer Installed (Even if there is 

no Printer .. Please install EPSON LX300 or your printer Driver as Default)  
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FEATURES  

 The Machine takes total control of Bruting thru State Of The Art Technology using non- contact type 

measuring technique. 

 Suitable for both, Sawable & Makeables. 

 On Line centering and real time control, resulting in optimum yield and maximum profit. 

 On machine planning, results in accurate planning, centering & estimation. 

 Setting accuracy better than 0.015 mm. (Better than 0.010 mm for small stones). 

 Beardless surface finish, requiring no further girdle finishing. 

 Single operator can handle up to 10 machines. 

 Correct speed for every stone thru variable speed control. 

 Total control on the process and the safe operation, adds to the recovery. 

 Customized to your size of stones for maximum accuracy. 

 Generates Reports for Girdle Marking and Polishing instruction reports. 

 Local Area Network feasible for Common Platform/reports/Settings 

 No chances of missing any critical Size pointer. Computer Warns!!! 

 Fastest return can be affected by a combination of Econobruter and Autobruter 



 6 

 

 

      
 

ABOUT THE MACHINE  

This is an Automatic Fancy shaped diamond Bruting Machine: 
The Rough Make able diamond with tentative table will be glued to the die pot, which will be mounted on 

the machine spindle. The machine will first perform the planning process on the rough diamond and suggest the 
various possible shape and size of the finished diamond from the rough. It will also indicate the possible selling 
price of each of the finished diamond based on the international price data. The operator can decide for one of the 
alternative suggested by the machine. Then the machine goes into Bruting mode where the center of shape 
generating curve will be defined. The machine is more or less like a CNC Turn-Mill Center, where the measurement 
is done live while the processing is in progress, with a non contact type measuring technique using live video from 
two locations, judging the size and shape of finishing diamond. The machine also generates various cutting 
parameter to be reproduced on the rough diamond, in order to get the estimated recovery in terms of finished 
weight.  
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HHAARRDDWWAARREE  IINNSSTTAALLLLAATTIIOONN  

UNPACKING AUT O BRUTER:  

Carefully unpack the Autobruter system components from their boxes and make sure you have everything on the 

following list: 

 Computer System (C.P.U+Monitor+Mouse) if supplied with the machine (Optional) 

 Autobruter machine module 

 Spares Box Containing: 

ü 3-mm T Ellen key                                 - 1 Nos. 

ü 4-mm T Ellen key                                 - 1 Nos. 

ü Die pot             - 20 Nos. 

ü Hammer                                               - 1 Nos. 

*     Two Die (One Calibration die in fix spindle and 

second normal die in fighter spindle) installed in 

Auto  bruter 

 

 25-Pin D-Connector Cable 

 

 Video Cable 

 

 

 Power Supply Cord - 2 set (+1 if monitor 
connection is not provide backside of c.p.u.) 

 



 8 

Unpack the machine, while unscrewing the two side clamps, which holds down the machine on base pallet 

 Remove all movement restricting packing. 

 Place the machine on a sturdy, leveled bench (around 750 mm high). 

 Connect vaccum dust collection line to the output line ( 32 mm) coming out from rear of the machine .It 

is advisable to connect a shut off cock at the junction. Lexus will be pleased to help you on setting up 

dust collecting system. 

MAKING THE CONNECTION  

This section describes how to install & connect the Auto bruter System components 
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CONNECTING FANCY AUTO BRUTER COMPONENTS:  

Your shipment includes following knocked down machine components. 

1. Machine Module: 

 

This unit has: 

1. A single-phase 230V AC 50 Hz Power connector. 

2. D-Connector receptal, which receives 25 pin D connector cable. 

3. 1 Nos. Video Pins to receive video cable connections 

 
 

2. CPU: This unit has             

1. 25-Pin D-connector (Male at the bottom most), which Connects to 25- Pin D-

connector cable from module. 

2. Video Pin, which connects to video pin cable from module. 

3. Power supply receptal, which connects to power Supply cord 

(Connector2). 

4. Keyboard connector receptal, which connect to keyboard cord 

5. Mouse Receptal, which connects to mouse cord. 

6. 15-Pin D-Receptal which connects to 15-Pin D-Connector form monitor 

7. *** 25-Pin D-Connector (Female) which connects to  Printer 

cable(Connector 5) 

*** Here, connect only printer cable not 25-pin D cable from machine module 
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CONNECT THISé éTO THIS 

230 V AC Power Supply  Connect to the Connector (2), Figure 2 

Keyboard Cable Connect to the Connector (3), Figure 2 

Mouse Cable Connect to the Connector (4), Figure 2 

Monitor (Display) Cable Connect to the Connector (6), Figure 2 

Hasp Connect to the Connector (7), Figure 2 

Video Pin Cable (A) Connect to the Connector (8), Figure 2 

230 V AC Power Supply Connect to the Machine, Figure 3 

Video Pin Cable (B) Connect to the Machine, Figure 4 

25-Pin Cable (A) Connect to the Connector (9), Figure 2 

25-Pin Cable (B) Connect to the Machine, Figure 4 

  

Male 25-Pin Cable Connector (A) 
Female 25-Pin Cable Connector (B) 
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Figure 2. Shows typical connections at the 
back of the computer. Your connections may 
be slightly different from those shown. All 
connections are numbered. Refer to the 
number of connection, not to its relative 
position on the computer. Contact your 
distributor if you have any questions about 
making connection. 
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SSOOFFTTWWAARREE  IINNSSTTAALLLLAATTIIOONN  

Generally, Software is installed in your system, but if not, then get ready your system with Win98 SE edition and 
MS-Office installation and Default printer in control panel  

STEP 1  : MAIN SETUP: 

1. Insert Lexus Setup CD in your CD-Drive. 

2. Explore Your CD-Drive. 

3. Run Install.Bat File. It will start Main Setup as well as Lexus Setup. 

4. Main Setup will run first. 

Click On Square Image Button To Begin Setup. 
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Figure 1. 

 

Click On Continue Button As Shown In Figure 2. 
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Figure 2.  

 

5. After execution of Main Setup, You can run Lexus Setup. 

6. In Main Screen of Lexus Setup you can see Installed and Not Installed Components in your computer .You 

can also see Installation steps. 

7. Now to Install Lexus Setup Select First Step. That is, Setup Fast. 

8. Now Click on Go Button to start Lexus Setup. 
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9. It will start the setup of Not Installed components one 

by one. 

Default order of installation is like this. WinZip, Copy 

it, Internet Explorer 6.0,Hasp Driver,  DirectX 9.0, 

Visdata , Crystal Report, Planner, Plan3D, Last.exe, 

Ezcap Driver. 

 

Step 2:   Remove All Read only and Hidden Attrib               

Select all folders and files and remove all read only and hidden attrib in c:\ and if your system is with ISA based 

then delete PCI.DLL file from c:\windows  or Else if your system is PCI based then Edit pci.dll from c:\windows and 

check whether there is written as ñ632ò  or not if not then write ñ632ò and then Save this file. 
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STEP 3: EZ-CAP  CARD AND NETMOS CARD DRIVER:  

Steps To Give Driver for Netmos PCI Card 

 

If Driver Is Already Given For This Device Then Before Giving Driver For Netmos PCI You Will Have To Remove It 

From System Devices And Will Have To Restart The Computer. 

1. In First Step Click On ñNextò Button To Proceed. 

 

 

 

2. In Step-2 Select ñSearch For Better Driverò And 
Click On ñNextò Button To Proceed Further As 
Shown In Figure Below. 
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3. In Step-3 give location As ñX:\Netmos 
Driver\Win98ò By Clicking Browse As Shown In 
Figure Below. 

 

Note: Here óX:ô Denotes Your CD ROM Drive Letter. 

4. In Step-4 select ñContinue using the current driverò 
And Click On ñNextò Button to Proceed Further as 
Shown in Figure Below. 

 

5. In Step-5 Click On ñFinishò Button to Finish 
Setup. 
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6. Go in the device driver by right clicking on the My Computer ICON.  

1st Step 

 

2nd Step 

 

3rd Step 

 

Click on ports +. 

It will turn to ---- with the screen shown below. 

 

Remove these drivers by clicking & then removing 
the same from the Device Manager by Pressing 
Remove. 
Then refresh the drivers. 
You have to remove these drivers and then reinstall 
by pressing Refresh.  
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1. Now if you see the screen as above with a Yellow Mark. Then 
Click on the Netmos PCI Parallel Port (LPT2). And Click on 
Properties button. 

2. Then disable the device by clicking on Disable In this Hardware 
profile checkbox. See the picture below. 

 

 

THIS IS A CORRECT SNAP-SHOT FOR A PENTIUM P4 BASED 
Motherboard having planner correctly installed. If you canôt see this 
kind of Snapshot in your system device manager, the problem of 
illegal card will not be solved unless you rectify this problem. 

 

  


